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Technical Specifications
CS Series Filters

Part No. Description Size

CS100 CS Cartridge Filter 100 Sq. Ft.

CS150 CS Cartridge Filter 150 Sq. Ft.

CS200 CS Cartridge Filter 200 Sq. Ft.

CS250 CS Cartridge Filter 250 Sq. Ft.
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Specifications and Dimensions, CS Series Filters

Model No. CS100 CS150 CS200 CS250CS100 CS150 CS200 CS250CS100 CS150 CS200 CS250CS100 CS150 CS200 CS250

Filter Area 100 ft2 150 ft2 200 ft2 250 ft2

Design Flow Rate 1 gpm/ft2 .85 gpm/ft2 .625 gpm/ft2 .5 gpm/ft2

Maximum Flow 100 gpm 125 gpm 125 gpm 125 gpm100 gpm 125 gpm 125 gpm 125 gpm100 gpm 125 gpm 125 gpm 125 gpm100 gpm 125 gpm 125 gpm 125 gpm

Six (6) Hour  
Capacity

36,000 
gallons

45,000 gal-
lons

45,000  
gallons

45,000 gal-
lons

Eight (8) Hour 
Capacity

48,000 
gallons

60,000 gal-
lons

60,000 
gallons

60,000 gal-
lons

Normal Start Up 
Pressure 6-15 psi 6-15 psi 6-15 psi 6-15 psi6-15 psi 6-15 psi 6-15 psi 6-15 psi6-15 psi 6-15 psi 6-15 psi 6-15 psi6-15 psi 6-15 psi 6-15 psi 6-15 psi

Max. Working 
Pressure 50 psi 50 psi 50 psi 50 psi50 psi 50 psi 50 psi 50 psi50 psi 50 psi 50 psi 50 psi50 psi 50 psi 50 psi 50 psi

Cartridges  
Required 1 1 1 1

Shipping Weight 28 lbs. 28 lbs. 34 lbs. 36 lbs.28 lbs. 28 lbs. 34 lbs. 36 lbs.28 lbs. 28 lbs. 34 lbs. 36 lbs.28 lbs. 28 lbs. 34 lbs. 36 lbs.

Height (‘A’) 32" 32" 32" 42½" 42½"" 42½" 42½"" 42½" 42½"




