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VARIABLE SPEED PUMP-l-SVRS/,
Save up to 90% on energy costs

while getting the benefits of a
Safety Vacuum Release System

In today’s world, safety and conserving energy are
a must. The ePump’s eight variable speeds and
high efficiency motor make it the quietest and most
efficient pump available, saving a tremendous
amount on energy costs.

»» VGB Compliant SVRS Device

Features Safety Vacuum Release System (“SVRS”)
technology to aid in the prevention of full body entrapment
hazards in compliance with the VGB Pool & Spa Safety Act
(P&SS Act). Utilizes an ANSI®/ASME® A112.19.17 certified
Suction Vacuum Release System.

» Ultra High-Efficiency Motor

Features a totally enclosed fan-cooled (TEFC) permanent
magnet brushless DC motor for cooler, quieter operation
and extended motor life.

» Stealth™ Pump Technology
e Powerful, efficient operation

e Smooth, quiet functioning with Jandy Pro Series’ Quiet
Technology

e Largest smooth surface trap basket on the market for
reduced maintenance

e Packed with user-friendly features including ergonomic
handles and easy to read indicators
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» 5 Control Options
Completely programmable and customizable with
5 control system options:

1. iAquaLink™ Available
2. Aqualink RS
3. AquaLink PDA

i Aqualink
4. Aqualink Z4

5. JEP-R Pump Controller

» Complies with Appliance Efficiency Standards (CEC Title
20 & ANSI/APSP-15) and Qualifies for power rebates*

*Where offered
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SPECIFICATIONS

325/8"

Horse Recommended Carton Overall
Model No. Power Voltage Watts Pipe Size  weight Length ‘A’
JEP2.0SVRS 0.25-2.7 208-230VAC 2,300 W 2V2-3" 71.5 lbs 332"

PERFORMANCE

JEP2.0SVRS PERFORMANCE CURVES

120

110

80
70
60
50 ‘\
3450 RPM

4
30

1500 RPM 2400RPM
= —&

3000 RPM

TOTAL DYNAMIC HEAD (FEET OF H:0)

0 10 20 30 40 50 60 70 80 90 100 110 120 130 140 150 160 170 180 190 200 210 220 230 240 250

FLOW GPM

7] ZODIAC’




